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Pressure gauge 

All stainless steel 238 TYPE - Ø 63 - 100 et 150mm 
  

 
 
Applications:   For gaseous and liquid aggressive media 

that are not highly viscous or 
crystallising, also in aggressive ambience

 

    
Diameter:  63 - 100mm et 150mm  
    
Measurment element:  Bourdon tube  
    
Accuracy:  1.0% for Ø100 et 150mm 

1.6% for Ø63mm 
 

    
Scales ranges:  -1/0b…0/1000b  
    
Overpressure limit :  Until 100b : 125% FSO  

From 100b to 600b : 115% FSO 
From 600b to 1000b : 110% FSO 

 

    
Permissible media 
temperature: 

Ambient : -25 to 65°C 
Medium : +200°C without liquid filling 
             +90°C maximum with liquid filling 

 

    
Ingress protection:  IP65  
    
Dry fillable:  Bezel ring 

Cam ring (bayonet type), stainless steel 
Filling liquid   
Glycerine 99.7 % 

 

    
    
  
SSTTAANNDDAARRDD  VVEERRSSIIOONN::  
 
Process connection :  Stainless steel  

-lower mount (LM) or lower back mount 
(LBM)  
-NS 63: G ¼ B (male) 
-NS 100, 150: G ½ B (male) 
(NS 150 only lower 
mount) 

  
Measuring element : Stainless steel 316L 
  
Movement : Stainless steel 304 
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Safety vent: On the top 
  
Dial : Aluminum, white, black lettering, 
  
Aiguille : Aluminum, black 
  
Case :                                     Stainless steel 304 
  
Window: Plexiglass 
  
  
 
 

 

DDIIMMEENNSSIIOONNSS : standard version (in mm) 

 


